4 4 Toggle Switches

General Purpose Toggles—AC Rated

Product Selection

AC Rated Toggle Switches—Single-Pole

Circuit with Toggle in ... Catalog Number
up CENTER DOWN
Position  Position Position Base
Poles Circuit Bushing Lever 0.250 in
and | IP - [ SeePage  Length“A”  Length “B”  Solder Screw Spade
Rating Throw (Keyway)  V11-T4-35 Inches (mm) Inches (mm) Lugs Terminals Terminals
6A, 125 Vac 1PST ON NONE OFF A 0.344(8.74) 0.563(14.30)  7580K7 7580K5 7580K9
3A, 250 Vac 0.469(11.91) 0.563(14.30) 7580K6 7580K4 7580K8
1PDT ON OFF ON B 0.469(11.91) 0.563(14.30) 7581K6 7581K4 7581K8
1PDT ON NONE ON B 0.469(11.91) 0.563(14.30) 7582K6 7582K4 7582K8
1PDT ON NONE MOM. ON B 0.469(11.91) 0.563(14.30) 7585K6 7585K4 7585K8
MOM.ON  OFF MOM. ON 7587K6 7587K4 7587K8
10A, 250 Vac 1PST OFF NONE MOM. ON A 0.469(11.91) 0.563(14.30) 7506K3 7506K4 7506K6
1/2hp.250Vac  oer T grr NONE  MOM.ON A 0469(1191) 0688(17.48) 7506K38  7506K36  7506K40
1PDT MOM.ON  OFF MOM. ON B 0.469(11.91) 0.563(14.30) 7509K4 7509K5 7509K7
ON NONE MOM. ON 7510K6 7510K7 7510K9
1PDT ON OFF MOM. ON B 0.469(11.91) 0.688(17.48) 7508K38 7508K36 7508K40
MOM.ON  OFF MOM. ON 7509K38 7509K36 7509K40
15A, 125 Vac 1PST ON NONE OFF A 0.344(8.74) 0.563(14.30)  7501K12 7500K13©  7501K14
10A, 250 Vac 0.469(11.91) 0.563(14.30) 7501K13 7500K14©  7501K15
3/4 hp, 250 Vac
1/2 hp, 125V Vac
15A, 125 Vac 1PDT ON OFF ON B 0.469(11.91) 0.563(14.30) 7503K13®  7502K13 7503K15
10A, 250 Vac
1/2 hp, 125 Vac 1PDT ON NONE ON B 0.469(11.91) 0.563(14.30) 7505K4 7504K4 © 7505K6
3/4 hp, 250 Vac
20A, 125 Vac 1PST ON NONE OFF A 0.469(11.91) 0.688(17.48) 7546K38 7546K36 7546K40

10A, 250 Vac
1/2 hp, 125 Vac
3/4 hp, 250 Vac

30A, 125 Vac 1PST ON NONE OFF A 0.344 (8.74) 0.563(14.30) — 7576K2 —
25A, 250 Vac @

Notes
@ Also 4.2A L at 125 Vac rating.
@ Single-pole switch in two-pole base.
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